


Building Considerations

Code Approvals

Comments

Manufacturer Support
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Deck System

Website

Deck Comparison Chart

# of Manufact'r
Locations

Dimensions (inches)

Building

Considerations

Performance

Comments

. ) " 12g, " *Requires 10" steel beams
AmDeck hy Amvic www.amvicsystem.com | 416-410-5674 | ON, MO, (ID, MN, NC, D) 2% L] 10 Nome | 15ft. | Y | Steel g Pending = 55 18 uthased locally
. . . . Finishes mechanically
BuildDeck by BuildBlock www.buildblock.com 866-222-0625 0K 24 24 | 557595 | None | 2ft | N | Nome | Optional | N/A 5 | 16 attached to conereta
Insul-Deck by Plasthau www.insul-deck.org 800-475-6720 GA.BC 24 | Custom | 5-105 T&6 | 6ft | Y | None Steel N/A 5 | 16 Sold as Quad-Deck
. . . FL, HI, PA, NE, SD, OK, TX, Uses “Top Hat" to
LiteDeck by LiteForm www.litedeck.com 877-481-4714 VA, VB, DR, PR, PAN, MEX 24,48 | Custom | 4-12+ | Keyed | 6ft. | N | None | Steel 15 57 | 264 determine heam depth
WRS by LiteForm wonwliedeckcom | 800-551-3313 i M| Cson | 412+ | Ko | 6 N Vel WL a5 e 64 | Risoe bl
Sheet Requires custom cut foam
0OP-Deck by Reppel www.op-deck.nl 251-281-2950 AL 39 | Custom | 4-12+ Keyed | 20ft. | N | None Steel 1 NA 40 p—
Fortruss by Beaver Plastics | www.beaverplastics.com | 888-453-5961 AB,BC 24 120 45 Rabbet | 10t | N = Steel 1 55+ 35
v s




